For more information on certifications and standards, sustainability, as well as in depth cleaning and care instructions, and to order memo samples, please visit www.ultrafabricsinc.com.

† Removal of most denim dye may vary depending on the quality of dye and the period of time the stain sets in. Dye transfer is difficult to control, not always preventable, and may be irreversible.

<table>
<thead>
<tr>
<th>Collection</th>
<th>Composition</th>
<th>Weight / Thickness</th>
<th>Repeat</th>
<th>Abrasion</th>
<th>Air Permeability / Sound Absorption</th>
<th>Antimicrobial</th>
<th>Grade</th>
</tr>
</thead>
<tbody>
<tr>
<td>Brisca</td>
<td>100% Polycarbonate Polyurethane Surface 65% Polyester, 35% Rayon Backing</td>
<td>8.9 oz. per sq. yard Approx. 0.195 mm</td>
<td>N/A</td>
<td>ASTM D4157 300,000 DR</td>
<td>ASTM E707</td>
<td>N/A</td>
<td>F</td>
</tr>
<tr>
<td>Fusion</td>
<td>100% Polycarbonate Polyurethane Surface 65% Polyester, 35% Rayon Backing</td>
<td>10.6 oz. per sq. yard Approx. 0.105 mm</td>
<td>N/A</td>
<td>ASTM D4157 250,000 DR</td>
<td>ASTM C423</td>
<td>N/A</td>
<td>F</td>
</tr>
<tr>
<td>Reef Pro color</td>
<td>100% Polycarbonate Polyurethane Surface 65% Polyester, 35% Rayon Backing</td>
<td>12.1 oz. per sq. yard Approx. 0.115 mm</td>
<td>N/A</td>
<td>ASTM D4157 400,000 DR</td>
<td>ASTM C423</td>
<td>N/A</td>
<td>F</td>
</tr>
<tr>
<td>Taffoni</td>
<td>100% Polycarbonate Polyurethane Surface 65% Polyester, 35% Rayon Backing</td>
<td>12.4 oz. per sq. yard Approx. 0.11 mm</td>
<td>N/A</td>
<td>ASTM D4157 400,000 DR</td>
<td>ASTM C423</td>
<td>N/A</td>
<td>F</td>
</tr>
<tr>
<td>Ultraleather Pro</td>
<td>100% Polycarbonate Polyurethane Surface 100% Rayon Backing</td>
<td>12.3 oz. per sq. yard Approx. 0.11 mm</td>
<td>N/A</td>
<td>ASTM D4157 500,000 DR</td>
<td>ASTM E2980</td>
<td>N/A</td>
<td>F</td>
</tr>
<tr>
<td>Wired</td>
<td>100% Polycarbonate Polyurethane Surface 65% Polyester, 35% Rayon Backing</td>
<td>10.3 oz. per sq. yard Approx. 0.11 mm</td>
<td>27.15”W x 16.61”H</td>
<td>ASTM D4157 400,000 DR</td>
<td>ASTM C423</td>
<td>N/A</td>
<td>F</td>
</tr>
</tbody>
</table>

- Width: 54”
- Hydrolysis: Six Weeks
  ASTM D3690 SECT. 6.11 (Hydrolytic Stability) / ISO 1419 Method C (Accelerated Agency)
- F/R Rating:
  - (FR Free) ASTM E84 (unadhered) - Class A
  - CA TB 47 - Pass
  - NFPA 260 - Class 1
  - UFAC - Class
- Adhesion of Coating: ASTM D1005
- Tear Strength: ASTM D5034
- Breaking Strength: BS EN ISO 1421
- Tensile Strength: BS EN ISO 1421
- Colorfastness to Crocking: AATCC 8, Grade 4-5 Wet & Dry
- Colorfastness to Light: ISO 105 B02, Grade 6

Cleaning & Care
- Wipe up spills as soon as they occur
- Clean with soap and water
- Sanitize using bleach solution
- Thoroughly rinse all solution residue with clean water
- Air dry
- For more information on certifications and standards, sustainability, as well as in-depth cleaning and care instructions, and to order memo samples, please visit www.ultrafabricsinc.com.